EUD-320SxxxBV Rev. D 320W IP67 DALI
&K C€ (g)
(1) 2 (3) 120vac 220vac
90~305 Vac/
105-1500mA | 1050-1500mA | 1400 mA 127-250 Vdc 107~305Vdc| 320 W |94.0% 0.99 0.96 EUD-320S150BV
90~305 Vac/
154-2200mA | 1540-2200mA | 2100 mA 127250 Vde 73~208Vdc 320 W | 93.5% 0.99 0.96 EUD-320S220BV
90~305 Vac/
224-3200mA | 2240-3200mA | 2800 mA 127~250 Vde 50~143Vdc 320W | 93.5% 0.99 0.96 EUD-320S320BV
90~305 Vac/ @
322-4600mA | 3220-4600mA | 4200 mA 127~250 Vdc 35~100Vdc 320W | 93.5% 0.99 0.96 EUD-320S460BV'
90~305 Vac/ @
469-6700mA | 4690-6700mA | 6700 mA 127250 Vde 24 ~ 68Vdc 320W | 93.5% 0.99 0.96 EUD-320S670BV
1 320w
2 100-240Vac  127-250Vdc
3 220Vac “ "
4 SELV
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EUD-320SxxxBV Rev. D 320W IP67 DALI

@277Vac

EUD-320S150BV
l0=1050mA 92.0% 94.0% -
lo=1500mA 91.0% 93.0% -

EUD-320S220BV
l0=1540mA 92.0% 94.0% -
l0=2200mA 90.5% 92.5% -

EUD-320S320BV 100% 25°
l0=2240mA 92.0% 94.0% . 204
|0=3200mA 90.0% 92.0% -

EUD-320S460BV
10=3220mA 91.5% 93.5% -
l0=4600mA 90.5% 92.5% -

EUD-320S670BV
l0=4690mA 91.5% 93.5% -
l0=6700mA 90.0% 92.0% -

- - 0.5 W 230Vac/50Hz
) 237,000 ) 220Vac, 25 ,80%  (MIL-HDBK-
Hours 217F)
) 97,000 ) 220Vac  80% 70
Hours
-40°C - +89°C
-40°C - +75°C !
-40°C - +85°C : 5%RH to 100%RH
(L x W xH) 8.86 x3.86 x 1.77 9.88 x 3.86 x 1.77
(L x W x H) 225 x 98 x 44.8 251 x 98 x 44.8
- 1875¢g -

DA, DA 9.5V 16 V 225V

DA, DA 6.5V oV 6.5V

DA, DA 0mA - 2 mA

EUD-320S150BV 1050mA < loset < 1500mA
EUD-320S220BV 1540mA < loset < 2200mA
EUD-320S320BV 10%loset - loset 2240mA < loset < 3200mA
EUD-320S460BV 3220mA < loset < 4600mA
EUD-320S670BV 4690mA < loset < 6700mA
EUD-320S150BV 105mA 105mA < loset  1050mA
EUD-320S220BV 154mA 154mA < loset  1540mA
EUD-320S320BV 224mA - loset 224mA < loset  2240mA
EUD-320S460BV 322mA 322mA < loset  3220mA
EUD-320S670BV 469mA 469mA < loset  4690mA
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EUD-320SxxxBV

320W IP67 DALI

Rev. D

ENEC & CE

EN61347-1, EN61347-2-13

CB

ENEC

EMI

EN IEC 55015(®

IEC 61347-1, IEC 61347-2-13

EN IEC 62384

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2

Harmonic current emissions

EN 61000-3-3 Voltage Fluctuations & Flicker
EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8kV air discharge, 4kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV @
EN 61000-4-6 Conducted Radio Frequency Disturbances test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test

EN 61000-4-11

Voltage Dips

EN 61547

DALI

Electromagnetic Immunity Requirements Applies To Lighting Equipment

DALI IEC62386-101,102 & part of 207 @
1) EMI ( ) EMI
(2 : / ( )
( IEC 60598-1-10.2)
©) 207 242 243

6/13
25C

WwWw.inventronics-co.com

Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



EUD-320SxxxBV Rev.D 320W IP67 DALI

Tek Prevu | i
A S50A
: i@ 5004
A 3.52ms
1@ 352ms
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EUD-320SxxxBV

Rev. D

320W IP67 DALI

EUD-320S150BV(lo=1050mA)

EUD-320S220BV/(l0=1540mA)

EUD-320S320BV(lo=2240mA)
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EUD-320S150BV(lo=1500mA)

EUD-320S220BV/(10=2200mA)

EUD-320S320BV(lo=3200mA)
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EUD-320SxxxBV Rev. D 320W IP67 DALI

EUD-320S460BV(lo=3220mA) EUD-320S460BV(lo=4600mA)
EUD-320S670BV(l0=4690mA) EUD-320S670BV(lo=6700mA)
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EUD-320SxxxBV Rev. D 320W IP67 DALI

R1 - 7.81 kOhm - RANTC Rl
R2 - 4.16 kOhm - RANTC R2
(NTC) 10%loset 60%loset 100%Iloset | 10%loset>lomin ( 60%)
lomin 60%loset 100%Iloset | 10%loset<lomin( 60%)
DALI
V+
3‘5 &)
ygg
LED oA
DALI
DA
10/13
25C

WWWw.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



EUD-320SxxxBV Rev. D 320W IP67 DALI
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https://cn.inventronics-co.com/product_info/201.html




EUD-320SxxxBV Rev. D 320W IP67 DALI

2017-05-09 A / /

2017-10-25 B /

2018-01-22 C

+70°C +75°C
/
/
TUV/CCC/PSE /
/

2024-08-16 D 2
/
/
RoHs /
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