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EDC-075S105SV-000x Rev.E 75W IP66/IP67 a7 IR 5)4E

>+, — 140 Vac - 305 Vac
D Rai UESTop 47 Hz . 63 Hz
T+ - - 0.70mA | IEC 60598-1; 240Vac/60Hz
D Jak il - - 0.43 A 100%w>< 220Vac
. 220Vac (25 C +gp>»¥$Hq
-+ 2 - - X
-+ 0006 A2S | 1 0041pk-10%Ipk C ¥a¥ae, A=45.6 pis
4567 0.90 - - 200-277Vac, 50-60Hz, 75%-100%w><
AAALL ] ) 0% (56.25~75W)
. 220-240Vac, 50-60Hz, 75%-100%wW><
- - 0, ] ]
AAAAA 10% (56.25~75W)

de+""EC -8%lo - 8%lo 100%w><
YaBdE+"" - - 10%lomax | 100%w><
Ex)e+,

EDC-0755105SV-0007 - - 150V

EDC-0755105SV-0004 - - 150V

EDC-075S105SV - - 150V

ESEIS - - +5.0% 100%w><
wxET5 - - +5.0%
I>UT A - - 05s 220Vac, 75%-100%w><.
ac 7 - 0.06%/ C - Tg=0C-TcBMKN

F5@220Vac:
EDC-075S105SV-0007 88.0% 90.0% - 100%wx (25 T gb
EDC-075S105SV-0004 87.5% 89.5% - 5 ¢ (F5R2A2.0%
EDC-075S105SV 87.5% 89.5% -
AOKATN LA _ 984,000 _ 220Vac (g 25 (80%w><(MIL-
Hours HDBK-217F)
WO A 106,000 220Vac (80%wx (75°C Tg (aa i
< ) Hours ) CAWX=E
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EDC-075S105SV-000x Rev.E 75W IP66/IP67 a7 IR 5)4E

Icig -40°C - +90°C
P . 5="\0eée3 \Tg
\rg -a0c ; *5C | &aC: 10%RH to 95%RH
&i1gC -40°C - +85°C | &C: 5%RH to 95%RH
T OGO T
T (L X W x H) 4.49 x2.36 x 1.31 5.16 x 2.36 x 1.31
S (L x W x H) 114 x 60 x 33.2 131 x 60 x 33.2
66 - 460 g -

CE EN 61347-1, EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13
KS KS C 7655

BIS IS 15885(PART2/SEC13)

EN IEC 55015 @ Conducted emission Test &Radiated emission Test
EN IEC 61000-3-2 Harmonic current emissions
EN 61000-3-3 Voltage fluctuations & flicker

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
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EDC-075S105SV-000x Rev.E 75W IP66/IP67 a7 IR 5)4E

2017-05-26 | A |L& / /
-  1-¢Uu / hi
<v:i8 / 1t
2018-01-26 | B |ExDe+,
EDC-0755105SV-0007 140V 150V
EDC-0755105SV-0004 140V 150V
\]J40->*c.\1 / hi
&= TS / hi
I YA +NANGO EN 61000-4-5 hi
~ 1- Up4q [F
2021-12-13 | C —
>»>nN EDC-0755105SV-000x hi
»nN EDC-0755105SV-3000 [ F
kA RoHs n'n / hi
ng / hi
&= nON / hi
&~ TS / hi
CCC uo / ou
>»*SsO / hi
y>eso / hi
choo / hi
2024-09-26 | D -
I YA +NANGO / hi
wXxerTg=E / hi
- _®E / hi
F5=E / hi
4567=E / hi
AAAAA=E / hi
>»>nN / hi
2025-01-08 | E |— 1- Up4q hi
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