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产品特性 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
产品描述 

NFS-1K2DxxxBC  1200W!"#$!IP66!%&'()*+,!-./0123 180-528Vac!4
56789:;<=>? +,@ ABC!8DC!UV-LED!EFCGHIJKLMNOP>QRST
DALI-2 #UVW9"X=Y#Z:[!\] D4i ^_`a>bcQR DMX-RDMde>789f;!gh9ij
OP!kl9mn!opqr8s+,9%tu!vwxs+,9yz>{|}9~ !¡¢£¤~ ¥./¦

1~ ¥./§1~ ¥.¨§1~ ¥©ª~ «§¬~ !­®~¯s?°+,9±²³´µ> 
 
型号列表 

输出电流 
可调范围

(mA) 

全功率输出 
电流范围
(mA) (1) 

输出电流 
缺省值(mA) 

输出电压 
范围(Vdc) 

最大输出 
功率(W) 效率(2) 

功率因数 
型号(3)  

220Vac 480Vac 

1.2-2100 1200-2100 1200  176-500 1200 97.0% 0.99 0.95 NFS-1K2D210BC 

注: ¶1·.¨0¸23¹º:; »#$ 600W. 
¶2·¼½¾¿À100%ÁÂ!480Vac¶ÃÄÅÆ“ÇÈÉÊ”·> 
¶3·Ë¯0123À 200-480Vac. 

  

 ÌÍÎ Class I 0Ï 
 ±ÐÑ 
 230Vacc!ÒÓ:;Ô 0.5W 
 de23À0.1%-100% 
 2*600W ÕÖ%&'#$ 
 ×pØ'ÙÎ%Ú 300Û (deG.¨) 
 f;8Ú 97% 
 {:;Ü.¨0¸23¶¹:;· 
 %#§ NFC&'|ÝdÞ.¨0¸ 
 DALI-2 & D4i Ë¯ & DMX-RDM & ßàcá 
 â#$¶1*DT6ã 1*DMX·äåæÝ 
 ç#$¶2*DT6ã 2*DMX·äåæÝ 
 DALI-2/DMX-RDM áè8Ú 44 fps 
 éê AC :;Pë!ìí8Úî1% 
 %  LED æïrð§¬~ :[ 
 ñòó0¸ 
 eôõö 
 yz÷øùú 
 £¤~ Àûæ 10kV, üæ 10kV 
 {|}~ À./¦1~ !./§1~ !§1~ !

©ª~ !§¬~ !§:;~  
 IP66  
 ij£ýþÿĀÀIK08 
 5 āĂ~ 
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输入性能 

参数 最小值 典型值 最大值 备注 

Ē0¸ 
- - 0.75 MIU UL 8750; 480Vac/ 60Hz 

  0.70 mA IEC 60598-1; 480Vac/ 60Hz, 6fēq 

./0¸ 
- - 6.86 A 100%ÁÂ!200Vac  

- - 2.89 A 100%ÁÂ!480Vac 

òó0¸¶I2t· - - 4.08 A2s 480Vac!25℃Ĕ¬¶ĕÓĖ)·!10%Ipk-
10%IpkRėcĘ=20.0 ms 

:;<= 0.90 - - 200-480Vac, 50-60Hz, 60%-100% ÁÂ
(720 - 1200W) ęĚěĜĝ - - 20% 

ęĚěĜĝ - - 10% 220-240Vac, 50-60Hz, 75%-100% ÁÂ
(900 - 1200W) 

 
输出性能 

参数 最小值 典型值 最大值 备注 

0¸ìí -5%Ioset - 5%Ioset 100%ÁÂ 
.¨0¸Oê23(Ioset)  

NFS-1K2D210BC 
 

21 mA 
 
- 

 
2100 mA  

¹:;.¨0¸Oê23 
NFS-1K2D210BC 

 
1200 mA 

 
- 

 
2100 mA  

ę.¨0¸Ğě(pk-pk) - 2%Iomax 5%Iomax 100% ÁÂ, 20 MHz BW 

< 3000Hz .¨0¸Ğě 
(pk-pk) - 1%Iomax - 70%-100% ÁÂ. 

Ė)§ğ0¸ - - 10%Iomax 100% ÁÂ 

ĠÂ.¨01 - - 600 V  

ġudĢ; - - ±2.5% 100% ÁÂ 

ÁÂdĢ; - - ±5.0%  

ģÓĖ)cĘ 
- - 0.5 s Ĥ DMX-RDM/cádeæÝÅ! 

200-480Vac!60%-100%ÁÂ 

- - 1.0 s Ĥ DALI-2deæÝÅ! 
200-480Vac!60%-100%ÁÂ 

¬í = - 0.03%/C  - j¬=0C~Tc×pĥ 

 
输出性能 （DALI 调光模式） 

参数 最小值 典型值 最大值 备注 

24V .¨ġ01 
21.6 V 24 V 26.4 V Pload ≥0.1W 

- - 30 V Pload＜0.1W 

24V .¨ġ01Ğě(pk-pk) - - 1.0 V Pload ≥0.1W,fripple>10kHz 
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输出性能 （DALI 调光模式） 

参数 最小值 典型值 最大值 备注 

24V .¨ġ0¸ 0 mA - 125 mA Ħħq “DA−” 

24V .¨ġĨĩĪĥ0¸@ 6W - - 250 mA 
Ĥ6.0ms īøé!×pĪĥ0¸250mA 
9×xRėcĘ 2.2ms!4ĬĭĥĮ% 
7§ 125mA> 

24V .¨ġĨĩĪĥ0¸@10W - - 425 mA 
Ĥ5.2ms īøé!×pĪĥ0¸425mA 
9×xRėcĘ 1.3ms!4ĬĭĥĮ% 
7§ 125mA> 

éê DALI-2 ęġ0Ï01 12 Vdc 16 Vdc 20 Vdc 01įİTÁÂ 

éê DALI-2ęġ0Ï×p0¸ 60 mA  

éê DALI-2ęġ0Ï~¯0¸ 50 mA DALI-2ęġ0Ï01≥12V 

注À(1) ()*Ĥ DMX-RDMæÝäåc!24VĮ%ıÂ!Į[ĲēĤ ĳĴ> 
(2) DALI-2 ęġ0ÏĵË ĖM!%#§&'ēĶķĸĹĺ>  
(3) DALI-2 ęġ0ÏQR©ªĻļ)ĹÓĽľĖ> 

 
规格概述 

参数 最小值 典型值 最大值 备注 

f;@220Vac 
Io= 1200 mA 
Io= 2100 mA 

 
94.0% 
94.5% 

 
96.0% 
96.5% 

 
- 
- 

100%ÁÂ!25°Ĕ¬Ŀ 
ĕÓc!f;ŀñŁ 2% 

f;@277Vac 
Io= 1200 mA 
Io= 2100 mA 

 
94.5% 
94.5% 

 
96.5% 
96.5% 

 
- 
- 

100%ÁÂ!25°Ĕ¬Ŀ 
ĕÓc!f;ŀñŁ 2% 

f;@400Vac 
Io= 1200 mA 
Io= 2100 mA 

 
95.0% 
94.5% 

 
97.0% 
96.5% 

 
- 
- 

100%ÁÂ!25°Ĕ¬Ŀ 
ĕÓc!f;ŀñŁ 2% 

f;@480Vac 
Io= 1200 mA 
Io= 2100 mA 

 
95.0% 
94.5% 

 
97.0% 
96.5% 

 
- 
- 

100%ÁÂ!25°Ĕ¬Ŀ 
ĕÓc!f;ŀñŁ 2% 

AC :;Pëìí -1% - 1% 480Vac!100%ÁÂ 

ÒÓ:ł - - 0.5W ęġ0ÏĹĺc!230Vac/50HzĿdeĹŃ 

Ĭĭ±ń²cĘ - 282,000 
Hours - 480Vac!Ĕ¬ 25Ņ!80%ÁÂ(MIL-HDBK-

217F) 

yzcĘ - 100,000 
Hours - 480Vac! 80%ÁÂ!j¬ 70Ņ !ÃņŇĦ

Jyzňġ 

ŉÇj¬ -40°C - +90°C  

Ă~j¬ -40°C - +80°C 5āĂ~ŊŋL9Ă~j¬ 
Ōí: 10%RH to 95%RH 

ōŎ¬í -40°C - +85°C Ōí: 5%RH to 95%RH 

ŏŐ   
őŐ (L × W × H) 
ŒÛ (L × W × H) 

 
19.69 × 5.98 × 3.15 

500 × 152 × 80 
 

œľ - 5020 g -  
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调光概述 

 
安全与电磁兼容标准 

安全目录 标准 

UL/CUL UL 8750, CAN/CSA-C22.2 No. 250.13 

ENEC EN 61347-1, EN 61347-2-13(1) 

CE 

EN 61347-1, EN 61347-2-13(1) 
EN 301 489-1 
EN 301 489-3 
EN 300 330 
EN 62479/EN 50663/EN 50665/EN 50364 

CB IEC 61347-1, IEC 61347-2-13(1) 

CCC GB 19510.1, GB 19510.14 

global-mark AS/NZS 61347.1, AS/NZS 61347.2.13 

性能 标准 

ENEC EN IEC 62384 

EMI 标准 备注 

EN IEC 55015/GB/T 17743(2) Conducted emission Test &Radiated emission Test 

EN IEC 61000-3-2/GB 17625.1 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

参数 最小值 典型值 最大值 备注 

DALI 
deæÝ 
¶ĵË· 

DA+, DA-80Ĭ 9.5 V 16 V 22.5 V  

DA+, DA-ñ0Ĭ -6.5 V 0 V 6.5 V  

DA+, DA-0¸ 0 mA - 2 mA  

de.¨23 
0.1%Ioset - Ioset 1200 mA ≤ Ioset ≤ 2100 mA 

1.2 mA - Ioset 21 mA ≤ Ioset ＜ 1200 mA 

DMX-
RDM  
deæÝ 

DMX+ Ŕ DMX- -6 V - 6 V  

DMX+ ŔÓj 22M ohm - -  

DMX- ŔÓj 22M ohm - -  

./ŕŖ 0 - - -0.2 V DMX+ Ŕ DMX- 

./ŕŖ 1 0.2 V - - DMX+ Ŕ DMX- 

#Uěŗ; - 250k bps -  

de.¨23 
0.1%Ioset - Ioset 1200 mA ≤ Ioset ≤ 2100 mA 

1.2 mA - Ioset 21 mA ≤ Ioset ＜ 1200 mA 
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安全与电磁兼容标准 

EMI 标准 备注 

FCC Part 15(2) 

ANSI C63.4 Class B  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: [1] this device may not cause harmful interference, and [2] this device must 
accept any interference received, including interference that may cause undesired 
Operation. 

EMS 标准 备注 

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 

AC mains Surge Immunity Test: AC Power Line: Differential Mode 10 kV, Common 
Mode 10 kV 

Output - Common Mode: 3kV V1+/V2+ to PE V1-/V2- to PE 
- Differential Mode: 1kV (V1+ to V1-,V2+ to V2- )  

Dimming -Common Mode: 3kV  DA+/DA- to PE 
- Differential Mode: 1kV DA+ to DA- 

OTP -Common Mode: 3kV  OTP to PE 
- Differential Mode: 1KV OTP to V1+/V2+ 

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS  

EN 61000-4-8 Power Frequency Magnetic Field Test 

EN 61000-4-11 Voltage Dips 

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

DALI-2 标准 备注 

DALI-2(3) IEC 62386-101, -102 & -207 

注:¶1·0Ï\]IEC/EN 61347-2-13, Řř J¶EL^Ś·ĹTAC LśJKLED()9`a!ŜMTLśJKC5¶IEC 
60598-2-22·!ŝĮŜMTISO 30061Şº98şŠBŊ9LśJKBŊ> 

¶2·0ÏšŢEMI ^_!ŝţT0Ïå C5 ĳ9ŤťŦ!ŧŨ]C5(ũŪOū)ŬŭEMI ŮĹůË> 
¶3·DALI parts: 101, 102, 150, 207, 250, 251, 252, 253.   

 
 不同电路之间的隔离等级 

 AC 输入 DC 输出 调光 (SELV) 外壳 

AC ./ / ÌÍÎ "ľŰű SŲŰű 

DC .¨ ÌÍÎ / "ľŰű SŲŰű 

de (SELV) "ľŰű "ľŰű / SŲŰű 

ij SŲŰű SŲŰű SŲŰű / 
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 输入欠压保护示意图 

Io

Vin
160 Vac 170 Vac

恢复

保护

 
 
 输入过压保护示意图 

Io

保护

恢复

550 Vac 570 Vac
Vin

 
 
 外部热保护 
ŧ`ŤƏ}T LED×nťŦ9iť0ª!ĸƐĤ¬í7§ųºĥc~ ĢƏC5>0ªſ#§ƑƒŤª.¨ƌoG()*Ɠ
9 OTPŪƔĲē>ĵË~ ¬íƕ 90℃!%#§őƖŗ&'*ƗƘƙƚƛ^Ŭŭ­Ɯ> 

 

参考 描述 建议 

Q1/Q2/Q3 500V PNP 81ƝƞƟ NEXPERIA / PBHV9050T 

R1 NTC 10KΩ 
0603 SMD 3% EPCOS / TDK 
B57371V2103H060 
B25-100=4480 

R2/R3 1MΩ Resistor 1M 1% -55~155℃ 0805/1206  200V 
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 爆闪功能 
()*QR8Ú 44 fps 9Ơơ:[!Ƣ 100%de÷ 0%ƣƤƥƦ> ~²Ƨ0*9%tu!Ƨ0*Ĥēƨ÷deĹŃzƩc
ƪƁ~R 3 ƫ9ģĖƬĩ!ƭĻĤƮ6ēƨ÷deģĖzƩ9ņƯÅŬ/ĹĺƬĩ>ưƱēƨ÷deģĖƊƩĻƁÖƲŹźģ
ĖƬĩ>ĵËæÝÅ!Ƨ0*ĤƳƴƠơƵåĴĮƁĤ 3 ƫRėcĘéĉƶģĹ>ĵË9 3s cx%#§őƖŗ&'Ʒ¿ã&
'ƊƩdĢ> 

…...

100%,23ms 100%,23ms 100%,23ms 100%,23ms 100%,23ms

0%,23ms 0%,23ms 0%,23ms 0%,23ms 0%,23ms

44fps = »ƫƸƸƏdeƬĩ
 

 
调光 
 DALI-2 调光  
ĸÅ deƹƒƺÀ 

 
示意图：DALI-2 调光 

 
调光（DMX-RDM 调光模式） 
 
 DMX-RDM 调光 
ĸÅ deƹƒƺÀ 
  

0%
10%
20%
30%
40%
50%
60%
70%
80%
90%

100%

0 50 100 150 200 250

Io
/Io

se
t

ƻ}0Ƽ:;ÿĀ

ŋ=deňġ
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0%
10%
20%
30%
40%
50%
60%
70%
80%
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/Io

se
t

ƻ}0Ƽ:;ÿĀ

ġudeňġ
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示意图：DMX-RDM 调光 

 
注: 

1. ƽŶ9áè ĳƾâŇĦħÀDMX-RDM 调光兼容的控制系统列表> 
2. ęġƓ×ç%ƿē 32 ǀ()*, ĲēġǁŪŧ`Ĳē 120 ǂǃ0Ǆ(Ĥ×ĻŤǀ()*9 DMX+G DMX-ǅĘĲēƀ

0Ǆ) 
3. ()*Gǆáè*ǅĘ#Uġ×x%Ú 300 Û> 
4. ǇƏ()*ǅĘ#UÙÎ×x 100 Û> 
5.  sr8#UĂë,Lƀů~Ģ¾#Uġª9ŗǈǄǉ 120 ǂǃ> 

 
 时控调光 

cádeáè¡¢ßàæÝÀǊǋ®ļŜL-Ĵƕŋǌ¥ļŜL-ǍŦƎGăĳºc. 
 自适应-中点对齐: ǎºdeňġ9Ĵƕ®Ǐq9ǐǑcĘ!ǒǓde*Ɓļ)ƗƘ§ǔǇǕ»Ǖ9äå
ęcxƣdĢäåňġ¶ǖûĤ 15ŦǗé· 

 自适应-百分比: ƗƘ§ǔǇǕ9äåcĘ¶ǖûĤ 15ŦǗé·,ƗƘƎǘļ)dÞäåcĘ¶ǙJǚǛ
ƦcĘG6fäåcĘǙƎǘǜǝãǞǟ· 

 传统定时À0ÏģĖĻƗƘOê9deňġäå 
 
 光衰补偿 

eôõö:[ǆ`MTǠR LED9¹¸K.¨>ĤĢƏ LED9yzīøé!#§ǡǢǜǝ LED9()0
¸!ĸǣǤ LEDxøäåǥǦ9eô!ƢN~¯ LED¹º9e#ë.¨> 

 
 寿命到期预警 

yz÷øùú®Ǐ LEDæïÚ÷èǥǧƊº9ǨMyzc! MǩrðŤà%ǪƦ#ǫv`aŋ-Ŭŭ­Ǭ
9:[>Ťǭ?:[Ǯǯǰ!Ǐ»ƱĖ) LED()*c!-.¨0¸ſļ)ŀñvRė 1ŦǗ!Ʋ#§ LED
æïǱí9ƥƦ!ǲ÷rƹMǩ9åM> 
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https://cn.inventronics-co.com/service_download.html
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 格兰头示意图 

 

接头 格兰头 扭力 
(N•m) 

线径 
(mm) 线号 导体截面

积(mm2) 
剥线长度 

(mm) 

AC ./ M25 5.5 9.9-14.7 16-14 1.5-2.5 

9-10 

DC .¨ M25 5.5 9.9-14.7 18-14 1.0-2.5 

DALI/DMX M16 2.5 6.5-10 18-16 0.75-1.5 

DALI/DMX 
ĀĈ M16 2.5 6.5-10 18-16 0.75-1.5 

 
注：+,¡ǳŤƏųi9ǴǵŶ¿!5ƞÇÈÃÄÅǶÀ 
 

位置 适用线径(mm) 

AC.//DC.¨ 13.7-18.4 

 
 端子示意图 

 
 

序号 标签 描述 

1 
LUM 

 
LED æïēq~  

2 V1- LED1- ēǷ 

3 V2- LED2- ēǷ 

4 V2+ LED2+ ēǷ 

5 V1+ LED1+ ēǷ 

6 OTP n~ ./ēĶ 

7 DA+ źM!DALI/DMX./+ 

 



https://cn.inventronics-co.com/product_info/203.html
https://cn.inventronics-co.com/product_info/203.html
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