EUD-096SxxxBVA Rev.E 96W IP67 DALl
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. 112 Vdc, 200 mA( 400 mA)
. LED

. 6KV,  10kV
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EUD-096SxxxBVA 96W 90-305Vac

(3)  120vac 220Vac (5)(6)
45-700mA | 450-700mA | 530mA [P9805Vacl 24 s13vdc| 96w | 91.5% | 0.99 0.96 |EUD-096S070BVA
h27-250 Vdd
70-1050mA | 700-1050mA | 700 ma  [207305Vacll g 1a0vac| osw | 92.5% | 0.99 096 |EUD-096S105BVA
127250 Vdd
140-2100mA|1400-2100mA| 2100 ma [207305VaCl 5, govac| gsw | 93.0% | 0.99 096 [EUD-096S210BVA®
h27-250 Vdd
90~305 Vac/ "
245-3500mA(2450-3500mA| 2800 mA 05300 VA%l 14— 39vac| osw | 91.0% | 0.9 0.96 [EUD-096S350BVA(
1 96W
2 100-240Vac  127-250Vdc ~ PSE  KS
3 220Vac : .
4 SELV
5 BIS -3000
6 BIS EUD-096S070BVA
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96W IP67

DALl

0.90

20%

100-240Vac, 50-60Hz, 60%-100%

58-96W

10%

220-240Vac, 50-60Hz, 75%-100%

72-96W

-5%loset - 5%loset 100%
(loset)
EUD-096S070BVA 45 mA - 700 mA
EUD-096S105BVA 70 mA - 1050 mA
EUD-096S210BVA 140 mA - 2100 mA
EUD-096S350BVA 245 mA - 3500 mA
EUD-096S070BVA 450 mA - 700 mA
EUD-096S105BVA 700 mA - 1050 mA
EUD-096S210BVA | 1400 mA - 2100 mA
EUD-096S350BVA | 2450 mA - 3500 mA
(pk-pk) - 5%lomax | 10%lomax | 100% 20 MHz BW
< 200Hz (pk- - 2%Ilomax - 100%
pk)
- - 10%lomax 100%
EUD-096S070BVA - - 240 V
EUD-096S105BVA - - 170 V
EUD-096S210BVA - - 90V
EUD-096S350BVA - - 44V
- - +0.5% 100%
- - +1.5%
- - 1.0s 120Vac, 60%-100%
- - 05s 220Vac, 60%-100%
- 0.03%/ C - =0 C ~Tc
12v 10.8V 12V 13.2V
12v 0mA - 200 mA “OTP-*
2S 400mA
12v ; ) 400 mA 300ms 200mA
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EUD-096SxxxBVA Rev.E 96W IP67 DALl

@120Vac
EUD-096S070BVA
lo= 450 mA 87.0% 90.0% -
lo= 700 mA 85.5% 88.5% -
EUD-096S105BVA
lo= 700 mA 88.0% 91.0% - 100% 250
lo= 1050 mA 86.5% 89.5% - 20
EUD-096S210BVA
lo= 1400 mA 88.0% 91.0% -
lo=2100 mA 86.0% 89.0% -
EUD-096S350BVA
lo= 2450 mA 86.5% 89.5% -
lo= 3500 mA 84.5% 87.5% -
@220Vac
EUD-096S070BVA
lo= 450 mA 89.5% 91.5% -
lo= 700 mA 88.5% 90.5% -
EUD-096S105BVA
lo= 700 mA |  90.5% 92.5% - 100% 250
lo= 1050 mA 88.5% 90.5% - 206
EUD-096S210BVA
lo= 1400 mA 91.0% 93.0% -
lo= 2100 mA 88.5% 90.5% -
EUD-096S350BVA
lo= 2450 mA 89.0% 91.0% -
lo= 3500 mA 87.5% 89.5% -
@277Vac
EUD-096S070BVA
lo= 450 mA 90.0% 92.0% -
lo= 700 mA 88.5% 90.5% -
EUD-096S105BVA
lo= 700 mA 910% 930% - 100% 250
lo= 1050 mA 89.0% 91.0% - 206
EUD-096S210BVA
lo= 1400 mA 91.0% 93.0% -
lo=2100 mA 89.0% 91.0% -
EUD-096S350BVA
lo= 2450 mA 89.5% 91.5% -
lo= 3500 mA 87.5% 89.5% -
- - 0.5WwW 230Vac/50Hz
- zagﬁ)rgo - 220Vac 25 80%  (MIL-HDBK-217F)
104,000 220Vac 80% 70
) Hours )
-40°C - +90°C
-40°C - +75°C !
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
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EUD-096SxxxBVA
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(L x W xH) 7.09 x 2.66 x 1.44 7.92 x 2.66 x 1.44
(L x W x H) 180 x 67.5 x 36.5 201 x 67.5 x 36.5
- 960 g -

DA, DA 95V 16V 225V

DA, DA 6.5V oV 6.5V

DA, DA 0 mA - 2 mA
EUD-096S070BVA 450mA < loset < 700mA
EUD-096S105BVA | 0. ) loset 700mA < loset < 1050mA
EUD-096S210BVA ° 1400mA < loset < 2100mA
EUD-096S350BVA 2450mA < loset < 3500mA
EUD-096S070BVA 45mA 45mA < loset  450mA
EUD-096S105BVA 70mA ) oset 70mA < loset  700mA
EUD-096S210BVA 140mA 140mA < loset  1400mA
EUD-096S350BVA 245mA 245mA < loset  2450mA

EN IEC 55015 @

ENEC & CE EN 61347-1, EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13
PSE J 61347-1, J 61347-2-13
KS KS C 7655
BIS IS 15885(PART2/SEC13)

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2

Harmonic current emissions

EN 61000-3-3 Voltage fluctuations & flicker
EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8kV air discharge, 4kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV®
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EUD-096SxxxBVA Rev.E 96W IP67 DALl

EN 61000-4-6 Conducted Radio Frequency Disturbances test-CS

EN 61000-4-8 Power Frequency Magnetic Field Test

EN 61000-4-11 Voltage Dips

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI IEC62386-101,102 & part of 207 ©
1 EMI ( ) EMI
2 : / ( )
( IEC 60598-1-10.2)

3 207 242 243

Tek Prevu | L i—1 ]

4.00 A
$.00 A
576
59218

gk 8b

Wl 25.0 A O N d00us| A Chi 7 50.5 A
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EUD-096S350BVA(10=2450mA) EUD-096S350BVA(10=3500mA)
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