


LMT-080SxxxSTF Rev. B 80W IP20
AC 198 Vac - 264 Vac
DC 190 Vdc - 250 Vdc
47 Hz - 63 Hz
- - 0.70 mA | IEC 60598-1; 240Vac/60Hz
- - 0.43A | 100% 220Vac
220Vac 25 10%Ipk-
12t - - 0.35 A% | 10%lpk =194 ps
0.90 - - 220~240Vac, 50-60Hz, 70%~100%
- - 20% 56-80W
220~240Vac, 50-60Hz, 75%~100%
- - 10%
60-80W
-5%loset - 5%]loset 100%
(loset)
LMT-080S050STF | 250 MA - 500 mA
LMT-080S070STF | 340 mA - 700 mA
LMT-080S105STF | 500 mA - 1050 mA
LMT-080S050STF | 350 mA - 500 mA
LMT-080S070STF | 500 mA - 700 mA
LMT-080S105STF | 700 mA - 1050 mA
(pk-pk) - 30%lomax | 50%lomax | 100% 20 MHz BW
<200 Hz (pk-pk) - 2%lomax - 100%
- - 10%lomax | 100%
- - 400 V
- - +1% | 100%
- - + 5%
- - 05s 220-240Vac  70%-100%
- 0.06%/°C - =0°C ~Tc
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LMT-080SxxxSTF Rev. B 80W IP20
@220Vac:
LMT-080S050STF
lo= 350 mA 92.00% 94.00% -
lo= 500 mA 91.50% 93.50% -
LMT-080S070STF 100% 25°
lo= 700 mA 91.50% 93.50% -
LMT-080S105STF
lo= 700 mA 91.00% 93.00% -
10=1050 mA 90.00% 92.00% -
327,000 220Vac 25 80%  (MIL-HDBK-
i Hours i 217F)
89,000 220Vac 80% 70
i Hours .
-30°C +90°C
5
-30°C +75°C
: 5% RH to 85% RH
-30°C - +85°C
(LxW x H) 11.02 x 1.18 % 0.83
(LxW x H) 280 x 30 x 21
- 245¢g -

CE EN61347-1, EN61347-2-13
CCcC GB 19510.1, GB 19510.14
KS KS C 7655
EMI

EN IEC 55015/GB/T 17743

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2/GB 17625.1

Harmonic current emissions

EN 61000-3-3

Voltage fluctuations & flicker
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LMT-080SxxxSTF Rev. B 80W P20

EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 1 kV, Common Mode 2 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
1 EMI ( )y  EMI
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LMT-080SxxxSTF Rev. B 80W IP20

LMT-080S050STF(lo=350mA) LMT-080S050STF(lo=500mA)

LMT-080S070STF(lo=500mA) LMT-080S070STF(lo=700mA)
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LMT-080SxxxSTF Rev. B 80W IP20

LMT-080S105STF(lo=700mA) LMT-080S105STF(lo=1050mA)
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LMT-080SxxxSTF Rev. B 80W P20

VS. (Iset)

® [ MT-080S050STF

(Iset) (loset)
/
10.00 kQ 500mA 96V 160V
10.53 kQ 475mA 96V 168V
11.11 kQ 450mA 96V 178V
11.76 kQ 425mA 96V 188V
12.50 kQ 400mA 100V 200V
13.33 kQ 375mA 107V 213V
14.29 kQ 350mA 115V 229V
15.38 kQ 325mA 124V 229V
16.67 kQ 300mA 134V 229V
18.18 kQ 275mA 146V 229V
20.00 kQ 250mA 160V 229V

® [ MT-080S070STF

(Iset) (loset)

/
7.14kQ 700mA 68V 114V
7.58 kQ 660mMA 68V 121V
8.06 kQ 620mA 68V 129V
8.62 kQ 580mA 69V 138V
9.26 kQ 540mA 74V 148V
10.00 kQ 500mA 80V 160V
10.87 kQ 460mA 87V 160V
11.90 kQ 420mA 96V 160V
13.16 kQ 380mA 106V 160V
14.71 kQ 340mA 118V 160V
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LMT-080SxxxSTF Rev. B 80W IP20

RoHs

RoHS 2011/65/EU EU 2015/863
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LMT-080SxxxSTF
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2019-01-17 A / /
/
ENEC /
2024-04-29 B
/
RoHs /
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